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View Printer Configuration
+21.0               DARKNESS
CARTRIDGE           DARKNESS MODE
2.0 IPS             PRINT SPEED
+000                TEAR OFF ADJUST
TEAR OFF            PRINT MODE
MARK                MEDIA TYPE
REFLECTIVE          SENSOR SELECT
300                 PRINT WIDTH
3147                LABEL LENGTH
39.0IN   988MM      MAXIMUM LENGTH
MAINT. OFF          EARLY WARNING
CONNECTED           USB COMM.
NORMAL MODE         COMMUNICATIONS
<~>  7EH            CONTROL PREFIX
<^>  5EH            FORMAT PREFIX
<,>  2CH            DELIMITER CHAR
ZPL II              ZPL MODE
INACTIVE COMMAND OVERRIDE
+000                LABEL TOP
+0000               LEFT POSITION
DISABLED            REPRINT MODE
DPCSWFXM            MODES ENABLED
........            MODES DISABLED
672 12/MM FULL     RESOLUTION
5.1                 LINK-OS VERSION
V83.20.14ZP40363 <- FIRMWARE
1.3                 XML SCHEMA
6.5.0 0.13          HARDWARE ID
8192k............R: RAM
65536k...........E: ONBOARD FLASH
NONE                FORMAT CONVERT
04/01/18            RTC DATE
14:14               RTC TIME
DISABLED            ZBI
2.1                 ZBI VERSION
READY ZBI STATUS
35 LABELS           NONRESET CNTR
35 LABELS           RESET CNTR1
35 LABELS           RESET CNTR2
866 IN              NONRESET CNTR
867 IN              RESET CNTR1
867 IN              RESET CNTR2
2,201 CM            NONRESET CNTR
2,201 CM            RESET CNTR1
2,201 CM            RESET CNTR2
0                   MASS STORAGE COUNT
0                   HID COUNT
OFF                 USB HOST LOCK OUT 
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CARTRIDGE

CARTRIDGE

USER

RELATIVE

None

media.darkness_mode

View and Modify Printer Settings  General Setup 
Darkness
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21 0.0 30.0

^MD, ~SD

print.tone

21 0.0 30.0 

^PW

ezpl.print_width 

View and Modify Printer Settings  Media Setup  Print Width          
(View Only)

0 120 0

~TA

ezpl.tear_off

View and Modify Printer Settings  General Setup  Tear Off



0 120

^LT

media.printmode

View and Modify Printer Settings  General Setup

FACTORY

NETWORK

LAST SAVED

^JUF

^JUN

^JUR

^JUR

Not Applicable

View and Modify Printer Settings  Calibration

View and Modify Printer Settings  Restore Default Configuration

Print Server Settings  Reset Print Server

View and Modify Printer Settings  Restore Saved Configura-
tion



–9999 9999

^LS

zpl.left_position

View and Modify Printer Settings  Advanced Setup

ON OFF (default)

^JZ

zpl.left_position

None
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usb.mirror 



ZEBRA.BMP

SAMPLELABEL.TXT 

^XA
^FO100,75^XGE:zebra.bmp^FS
^FO100,475^A0N,50,50^FDMirror from USB Completed^FS
^XZ



 LOGO.ZPL

USBSTOREDFILE.ZPL

SMARTDEVINPUT.ZPL

CT~~CD,~CC^~CT~
^XA~TA012~JSN^LT0^LH0,0^JMA^PR4,4~SD15^LRN^CI0^XZ
~DG000.GRF,07680,024,,[image data]
^XA
^LS0
^SL0
^BY3,3,91^FT35,250^BCN,,Y,N^FC%,{,#^FD%d/%m/%Y^FS
^FT608,325^XG000.GRF,1,1^FS
^FT26,75^A0N,28,28^FH\^FDThis label was printed from a format stored^FS
^FT26,125^A0N,28,28^FH\^FDon a USB Flash Memory drive. ^FS
^BY3,3,90^FT33,425^BCN,,Y,N
^FD>:Zebra Technologies^FS
^PQ1,0,1,Y^XZ
^XA^ID000.GRF^FS^XZ

^XA
^CI28
^BY2,3,91^FT38,184^BCN,,Y,N^FC%,{,#^FD%d/%m/%Y^FS
^FO385,75^XGE:zebra.bmp^FS
^FT40,70^A0N,28,28^FH\^FD
^FS
^FT35,260^A0N,28,28^FH\^FD ^FS
^FT33,319^A0N,28,28^FN1"Enter Name"^FS^XZ



 Zebra

appl

commands

files

/appl

/files

ZEBRA.BMP

/commands 

SAMPLELABEL.TXT

 LOGO.ZPL

/files

/commands



! U1 setvar "usb.mirror.enable" "value" — Values: "on" or "off"

! U1 setvar "usb.mirror.auto" "value" — Values: "on" or "off"

! U1 setvar "usb.mirror.error_retry" "value" — Values: 0 to 65535

! U1 setvar "usb.mirror.appl_path" "new_path" — Default: "zebra/appl"

! U1 setvar "usb.mirror.path" "path" — Default: "zebra"

! U1 setvar "usb.host.lock_out" "value" — Values: "on" or "off"
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E:SMARTDEVINPUT.ZPL

^FN





Manual Cartridge 
Eject Button





312.42 mm
(12.3 in.)

Eject / Insert Cartridge

Upper Cover Open

223.52 mm
(8.8 in.)
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View Printer Configuration
+21.0               DARKNESS
CARTRIDGE           DARKNESS MODE
2.0 IPS             PRINT SPEED
+000                TEAR OFF ADJUST
TEAR OFF            PRINT MODE
MARK                MEDIA TYPE
REFLECTIVE          SENSOR SELECT
300                 PRINT WIDTH
3147                LABEL LENGTH
39.0IN   988MM      MAXIMUM LENGTH
MAINT. OFF          EARLY WARNING
CONNECTED           USB COMM.
NORMAL MODE         COMMUNICATIONS
<~>  7EH            CONTROL PREFIX
<^>  5EH            FORMAT PREFIX
<,>  2CH            DELIMITER CHAR
ZPL II              ZPL MODE
INACTIVE COMMAND OVERRIDE
+000                LABEL TOP
+0000               LEFT POSITION
DISABLED            REPRINT MODE
DPCSWFXM            MODES ENABLED
........            MODES DISABLED
672 12/MM FULL     RESOLUTION
5.1                 LINK-OS VERSION
V83.20.14ZP40363 <- FIRMWARE
1.3                 XML SCHEMA
6.5.0 0.13          HARDWARE ID
8192k............R: RAM
65536k...........E: ONBOARD FLASH
NONE                FORMAT CONVERT
04/01/18            RTC DATE
14:14               RTC TIME
DISABLED            ZBI
2.1                 ZBI VERSION
READY ZBI STATUS
35 LABELS           NONRESET CNTR
35 LABELS           RESET CNTR1
35 LABELS           RESET CNTR2
866 IN              NONRESET CNTR
867 IN              RESET CNTR1
867 IN              RESET CNTR2
2,201 CM            NONRESET CNTR
2,201 CM            RESET CNTR1
2,201 CM            RESET CNTR2
0                   MASS STORAGE COUNT
0                   HID COUNT
OFF                 USB HOST LOCK OUT 
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